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Designed for Baby Lock Imagine, Imagine Wave, Evolv e and Evolve Wave 
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REQUIREMENTS 
 

·  Christmas print fabric 25 cm x 50 cm 
·  Plain homespun 50 cm 
·  2 x spool matching polyester overlocking thread 
·  1 x spool Designer Thread Moonlight Gold 
·  Thin wadding or Pellon 25 cm x 90 cm 
·  Baby Lock Imagine, Imagine Wave, Evolve or Evolve Wave overlocker 
·  General sewing requirements ie scissors, pins etc 
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METHOD 

 
 
 

Cut homespun in to 3 pieces  -one piece 25cm x 90 cm (for backing)  
    -two pieces 20cm x 31.5 cm 
Thread the Baby Lock as per quick reference thread chart for a wide three thread flatlock.  
The decorative thread should be threaded through the upper looper, and polyester 
overlocking threads on the lower looper and the needle. 
 

The machine settings are stitch length 2 
    stitch width 7.5 
    stitch selector D 
    needle 1 (left hand needle position) 
    differential feed N  
    blade LOCKED 
 
 

Fold one of the small rectangles of homespun in half bringing the shorter sides together with 
wrong sides together.  Using the cut out section of the foot as a guide, flatlock along centre 
fold, then open out pulling seam flat.  Take raw edge on one side, fold this in to the centre of 
the flat lock thus giving you another fold to flatlock, stitch, then open flat.  Repeat the same on 
to the other side, the finished piece will have three rows of evenly spaced decorative flatlock, 
see picture below. 

 
 

Repeat for other small piece of homespun. 
 
 

With wrong sides together, place one flatlocked piece to the end of the printed fabric, lining up 
the centre flatlock with the centre of the fabric, join using the flatlock stitch on the Christmas 
fabric.  Unlock the blade and trim excess threads as you go.  Open seam and repeat for other 
end. 
 

Place runner top on to Pellon (fuse if possible), place backing fabric underneath and pin 
through all layers.  NOTE: it is important not to pin close to the edges  incase you forget 
to remove a pin as this can cause damage to the bla des.   
 
Remove needle thread from machine and move the needle to the right hand position, re-
thread needle through standard path for the right needle and set the overlocker for a three 
thread rolled hem. The decorative thread is still in the upper looper with polyester threads on 
the lower looper and needle. 
 

The machine settings are stitch length 2 – 1 click rolled hem 
    stitch width M 
    stitch selector D 
    needle 2 (right hand needle position) 
    differential feed N  
    blade UNLOCKED 
 

Roll hem the edges of the table runner, using the knife to trim excess fabric and thread as you 
go.  Finish corners with seam sealant (fray stop) and trim excess threads. 
 
OPTIONAL- make 4 tassels using a three thread rolled hem braid for the corners of the 
runner.     


